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to the export provisions of an agree-
ment with the United States for the ac-
ceptance of these articles for import; 
and 

(2) For import into the United States 
if— 

(i) The State of Design certifies that 
the article has been examined, tested, 
and found to meet the applicable TSO 
or the applicable performance stand-
ards of the State of Design and any 
other performance standards the FAA 
may prescribe to provide a level of 
safety equivalent to that provided by 
the TSO; and 

(ii) The manufacturer has provided to 
the FAA one copy of the technical data 
required in the applicable performance 
standard through its State of Design. 

(b) The FAA issues the letter of TSO 
design approval that lists any devi-
ation granted under § 21.618. 

[Doc. No. FAA–2006–25877, Amdt. 21–92, 74 FR 
53392, Oct. 16, 2009; Amdt. 21–92A, 75 FR 9095, 
Mar. 1, 2010] 

Subpart P—Special Federal 
Aviation Regulations 

SOURCE: Docket No. FAA–2011–0186, Amdt. 
21–92, 76 FR 12555, Mar. 8, 2011, unless other-
wise noted. 

§ 21.700 SFAR No. 111—Lavatory Oxy-
gen Systems. 

The requirements of § 121.1500 of this 
chapter also apply to this part. 

PART 23—AIRWORTHINESS STAND-
ARDS: NORMAL, UTILITY, ACRO-
BATIC, AND COMMUTER CAT-
EGORY AIRPLANES 

SPECIAL FEDERAL AVIATION REGULATION NO. 
23 

Subpart A—General 

Sec. 
23.1 Applicability. 
23.2 Special retroactive requirements. 
23.3 Airplane categories. 

Subpart B—Flight 

GENERAL 

23.21 Proof of compliance. 
23.23 Load distribution limits. 
23.25 Weight limits. 

23.29 Empty weight and corresponding cen-
ter of gravity. 

23.31 Removable ballast. 
23.33 Propeller speed and pitch limits. 

PERFORMANCE 

23.45 General. 
23.49 Stalling speed. 
23.51 Takeoff speeds. 
23.53 Takeoff performance. 
23.55 Accelerate-stop distance. 
23.57 Takeoff path. 
23.59 Takeoff distance and takeoff run. 
23.61 Takeoff flight path. 
23.63 Climb: General. 
23.65 Climb: All engines operating. 
23.66 Takeoff climb: One-engine inoperative. 
23.67 Climb: One engine inoperative. 
23.69 Enroute climb/descent. 
23.71 Glide: Single-engine airplanes. 
23.73 Reference landing approach speed. 
23.75 Landing distance. 
23.77 Balked landing. 

FLIGHT CHARACTERISTICS 

23.141 General. 

CONTROLLABILITY AND MANEUVERABILITY 

23.143 General. 
23.145 Longitudinal control. 
23.147 Directional and lateral control. 
23.149 Minimum control speed. 
23.151 Acrobatic maneuvers. 
23.153 Control during landings. 
23.155 Elevator control force in maneuvers. 
23.157 Rate of roll. 

TRIM 

23.161 Trim. 

STABILITY 

23.171 General. 
23.173 Static longitudinal stability. 
23.175 Demonstration of static longitudinal 

stability. 
23.177 Static directional and lateral sta-

bility. 
23.181 Dynamic stability. 

STALLS 

23.201 Wings level stall. 
23.203 Turning flight and accelerated turn-

ing stalls. 
23.207 Stall warning. 

SPINNING 

23.221 Spinning. 

GROUND AND WATER HANDLING 
CHARACTERISTICS 

23.231 Longitudinal stability and control. 
23.233 Directional stability and control. 
23.235 Operation on unpaved surfaces. 
23.237 Operation on water. 
23.239 Spray characteristics. 

VerDate Mar<15>2010 08:36 Apr 02, 2013 Jkt 229045 PO 00000 Frm 00175 Fmt 8010 Sfmt 8010 Y:\SGML\229045.XXX 229045w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2013-05-15T01:35:38-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




